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巻線抵抗 定格電流 ド ラ イ ブ 方式 ス テ ッ プ 角 型式 

MassDetent TorqueRotor InertiaInductanceHolding TorqueResistanceRated CurrentDrive SequenceStep AngleModel

（ g） （ mNm） （ g・ cm2） （ mH） （ mNm） （ Ohms） （ A） （ deg） 

20010.8 374.4 220 3.1 1UNI-POLAR0.917PY-Z049U

20010.8 3711.1 220 8.3 0.6UNI-POLAR0.917PY-Z064U

30011.8 624.7 3002.3 1.4UNI-POLAR0.917PY-Z142U

30011.8 628.7 3004.3 1UNI-POLAR0.917PY-Z149U

1804.4 243.8 120 2.7 0.8UNI-POLAR0.917PY-Z249U

1804.4 242.5 120 6.9 0.6UNI-POLAR0.917PY-Z264U

25012.0 503.5 2802.0 1.4UNI-POLAR0.917PY-Z342U

25012.0 506.5 2803.6 1UNI-POLAR0.917PY-Z349U

35018.7 754.5 4502.8 1.4UNI-POLAR0.917PY-Z442U

35018.7 758.4 4504.9 1UNI-POLAR0.917PY-Z449U

1503.0 111.9 48 2.2 0.9UNI-POLAR0.917PY-Z749U

1503.0 111.2 48 5.6 0.6UNI-POLAR0.917PY-Z764U

20010.8 3717.5 2706.2 0.7BI-POLAR0.917PY-Z049B

30011.8 6218.6 3904.6 1BI-POLAR0.917PY-Z142B

1804.4 2415.2 1605.4 0.6BI-POLAR0.917PY-Z249B

25012.0 5013.8 3404.0 0.9BI-POLAR0.917PY-Z342B

35018.7 7518.0 5405.6 0.9BI-POLAR0.917PY-Z442B

1503.0 117.8 634.4 0.6BI-POLAR0.917PY-Z749B
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結線表　PIN NO. vs. PHASE
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JST
S6B-PH-K-S-2.2

• LEAD WIRE SIDE
-HSG: PHR-6
-PIN : SPH-002T-P0.5S

4-M3 x 0.5
DEPTH 4MIN
(DEPTH 0.157MIN)

17PY-Z

■ 外観図　Outline

■ 仕様　Specifications
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■ トルク・スピード特性　Torque/Speed Characteristics

Model No: 17PY-Z049U,Z064U,Z049B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 17PY-Z142U,Z149U,Z142B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 17PY-Z249U,Z264U,Z249B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 17PY-Z342U,Z349U,Z342B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 17PY-Z442U,Z449U,Z442B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 17PY-Z749U,Z764U,Z749B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

PULL  OUT

PULL  IN
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