
REV. DESCRIPTION DATE
A NEW DRAWING 6/10/2013
B cable length changed, part# changed 7/29/2013
C added ground wire to unterminated end 3/4/2014

Connector Pinout

# Function
Color

Primary Stripe
1 TX_ENC+ Green Red
2 RX_ENC+ Blue Red
3 U+ Brown Black
4 GND Black Red
5 W+ Orange Black
6 +5V Red Black
7 V+ Red White
8 B+ Green Black
9 B- Black Green
10 A+ White Black
11 A- Black White
12 Z+ Blue Black
13 Z- Black Blue
14 MCLRB Yellow Black
15 W- Black Orange
16 V- White Red
17 U- Black Brown Part QTY Part#

1 Cable 1 3M 3600B/20
2 Connector 1 JAE FI-W17S
3 Crimp Pins 17 JAE FI-C3-A1-15000

NOTES   1: case_GND is connected internally
                 to GND (black/red)

   2: ground connected internally to
       cable shielding

SPECIFIED
±0.2" UNLESS OTHERWISE
TOLERANCE:
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Leads Stripped

Note 2Ring or Equivalent

round dual
shielding jacket

Ring or Equivalent

case_GND

Note 1

#8 Insulated Terminal

and Tinned
heat shrink

tube with glue

#8 Insulated Terminal
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For more information, please visit the product page.
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