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Coaxial Resonator Oscillator-CRO
CVCO55CC-1770-1770

PERFORMANCE SPECIFICATION MIN TYP MAX UNITS
Lower Frequency: 1770 MHz J
Upper Frequency: 1770 MHz Comiliant
Tuning Voltage: 0.3 4.7 VDC
Supply Voltage: 4.75 5.0 5.25 VDC
Output Power: 0 +2.5 +5.0 dBm
Supply Current: 25 35 mA
Harmonic Suppression (2™ Harmonic): -15 -10 dBc
Pushing: 0.5 1.0 MHz/V
Pulling, all Phases: 1.0 2.0 MHz pk-pk
Tuning Sensitivity: 10 MHz/V
Phase Noise @ 10kHz offset: -120 -118 dBc/Hz
Phase Noise @ 100kHz offset: -138 -136 dBc/Hz
Load Impedance: 50 Q
Input Capacitance: 22 pF
Operating Temperature Range: -40 +85 °C
Storage Temperature Range: -45 +90 °C

Phase Noise (1 Hz BW, Typical)

0-1770
n0de | Ref

4+ Agilent E50524 Signal Source Analyzer

-20.00dB ¢ jHz

Carrier 1771297788 GHz 29860 dBm

180,04

1 kHz 9582835 dBciHz

1:

21 10 kHz -119.7457 dBc/Hz
3: 100 kHz | -135.2538 dBc/Hz
4: 1 MHz ~151.7455 dBc/Hz
=51 10 KHz ~180.6426 dBc/Hz

ik Ll

%+ Agilent E50524 Signal Source Analyzer

Tuning Curve (Typical)

1770
Ref 1.772GHz

rHz)

=1z
21
EH

Jul

mh 1.FEFOD4 GHz
Voo l.7712e4 GHz
W

300
2.5
4.7 1.7FEE808 GHz

1.776G

17745
17723 M
1770
1.768G
1.766G

176445

1.762G

c

[1F Gain 20de |

i ]
LD Opt [=150kHz] 517pts

Freq Band [300M-7GHz] |

Ot

Phaze Moize Start 1 kHz

| 201pts Frag Band [300M-7GHz Fraq Res [6dkHz Faint Delay Oz

2k Stamt 04

Stop 10 MHz IFCINT

YSTEK

PORATION

c
COR

Sweeep [Cro Yalkage]

Page 1 of 2

12730 CoMMONWEALTH DRIVE ®* FORT MYERS, FLORIDA 33913
PHONE: 239-561-331 1

¢ 800-237-3061

F— 9

FAX:

239-561-1025 * WWW.CRYSTEK.COM




CRYST E K| Coaxial Resonator Oscillator-CRO
A DIVISION OF CRYSTEK CORPORATION
BOTTOM VIEW SIDE VIEW CRYSTEK CORPORATION
[RF] [ ] Gold Finish 0.465 SQ
(11.81 SQ)
I Solder Mask £
0.220
[Vec] 0.030 1 (5.59)
(0.76) [ T T T T TT 1T ]
¥ _>| 0.100
Eo.osz (2.54)
(1.32) 5
(v 0.040
(1.02)
TOP VIEW
0.500
(12.70) Pad Connection
0.500
2 vt
0.415 —0.405 10 RF-OUTPUT
14 Vee
CRYSTEK - 0.315 — 0305 Others GROUND
CVvCO55CC SR ‘
0
1770-1770 o ?‘, 0.215 — 0.205
YYWW
0.115 — 0.105
0.000 — 1 ;s B,
| | | | | @ Unless otherwise specified,
TOP ORIENTATION MARK 6 © v o - o Dimensions are in: _IN_
3 4 ¥ & ¥ 3 (mm)
°c ° ° ° ° =° @ Pad Location
Dimensions are in: Inches
TAPE AND REEL
0.059 @ TYP 0.157+0.004
(1.50 @) TYP \ "‘ (4.00£0.10)
T OOOOOOOOOOOOOOO ® 0000
DIRECTION OF FEED
0.945+0.012 [ [ [] [] [] )
(24.00£0.30)
J | 0.6300.004
) (16.00£0.10) Drawing not to scale
Crystek Part Number: CVCO55CC-1770-1770 | Release Date: | 12-Apr-12 Specification is subject to change without notice
Revision Level: B Responsible: C. Vales Page 2 of 2

12730 CoMMONWEALTH DRIVE ®* FORT MYERS, FLORIDA 33913
PHONE: 239-561-3311 ®* 800-237-3061
FAX: 239-561-1025 ®* WWW.CRYSTEK.COM

Y CRYSTEK

CORPORATION

F— 9




